
1.5” AND 2" AND  4”  SURFACE LINIA
FLUSH LENS / DROP LENS

Standalone Fixtures (2’ to 8’) Two Section Fixtures (9’ to 16’) 

Component

inclouded Component

INFORMATION

INSTALLATION SHOULD ONLY BE PERFORMED BY A CERTIFIED ELECTRICIAN 

REFER TO LOCAL/NATIONAL CODES FOR PROPER INSTALLATION

FAILURE TO FOLLOW INSTALLATION INSTRUCTION MAY VOID THE WARRANTY 

DO NOT TOUCH LEDS. LEDS MUST BE PROTECTED FROM MECHANICAL STRESS OR DEBRIS 

TURN OFF POWER DURING INSTALLATION OR SERVICING 

INSTRUCTION KEY

ATTENTION

ADDITIONAL

POWER ON

POWER OFF

Multi-Section Fixtures (17’ and longer) 

1SLI PROFILE 2SLI PROFILE 4SLI PROFILE 

ENDER LENSJOINER STARTER

INDIVIDUAL LENS STARTER LENSENDER  

x1 x1x1
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87

5 64

INSTALLING INSTALLATION

1 2 3

REFLECTOR 

TERMINAL
SCREWDRIVER
(BY OTHERS) 

LENS 

LENS

POWER FEED ENTRY HOLES FOR THREADED ROD 2.75”

5.00”

1/4-20 THREADED ROD LOCATION
AT 5.00" FROM EACH END OF NOMINAL 

LENGTH 

3’

4’

5’

6’

7’

8’

THREADED ROD LOCATION

26"

38"

50"

62"

74"

86"

2” x 4” SLOTTED JUNCTION BOX 
(BY OTHERS)

POWER FEED 
NON-POWER FEED 

CROSS SECTION OF GYPSUM BOARD MOUNT

THREADED ROD 
(BY OTHERS) 

LABEL EXAMPLE

FIXTURE TYPE: L1
SECTION: 01 OF 4
TOTAL SECTIONS: 4 

SECTION 01 SECTION 02 SECTION 03 SECTION 04

IDENTIFY AND ARRANGE FIXTURES BY THEIR ID LABEL ON 
THE SIDE OF THE EXTRUSION BEFORE INSTALLATION MAKE ELECTRICAL CONNECTIONS & FEED WIRES INTO J-BOX (BY OTHERS) 

1.5’’ / 2’’ / 4” SURFACE LINIA 
FLUSH LENS / DROP LENS

WIRING DIAGRAM

1

2

3

4

5

BLACK

WHITE

GREEN

RED

BLUE

HOT/LINE

NEUTRAL

GROUND

(DIM+)

(DIM-)

3 4 51 2
8A

J-BOX 
(BY OTHERS)

FLUSH LENS REMOVAL FLUSH LENS REMOVAL

FLATHEAD SCREWDRIVER 

REFLECTOR CLIP

Date:  08/24

CO-00000 
MODEL NO: 
3G-2SLI-D1000-S80-35K-UNV-DIM-FL-WH
-60”-S(16’)
Volts: 120/277    Hz: 60   Amps: 0.55/0.24
Watts: 66
TYPE: 

Section: 01 OF 1

FIXTURE ID & 
CERTIFICATION LABEL
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2” x 4” SLOTTED JUNCTION BOX 2” x 4” SLOTTED JUNCTION BOX 
(BY OTHERS)(BY OTHERS)

CROSS SECTION OF GRID CEILING MOUNT

WIRING DIAGRAM

1

2

3

4

5

BLACK

WHITE

GREEN

RED

BLUE

HOT/LINE

NEUTRAL

GROUND

(DIM+)

(DIM-)

3 4 51 2

9 10

NUT (BY OTHERS)

SUSPENSION ROD
(BY OTHERS)

J-BOX 
(BY OTHERS)

10A

10D

10E

10B 10C

POWER CABLE 

POWER CABLE 

J - BOX

TEE-BAR

POWER FEED 

NON-POWER FEED 

INSTALLING INSTALLATION1.5’’ / 2’’ / 4” SURFACE LINIA 
FLUSH LENS / DROP LENS
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14 15

11 12 13

LENS 

ALIGNMENT PLATE

HINGE OUT REFLECTORS TO ACCESS HOOK & LATCH
SEE STEPS 3 & 4 

REFLECTOR

HOOK & LATCH LOCATION

LATCH HOOK

LEVEL FIXTURES BEFORE ENGAGING 
HOOK & LATCH MECHANISM 

MECHANISM IS NOT INTENDED TO 
PULL FIXTURES TOGETHER  

IF REQUIRED, LOOSEN THREADED ROD NUTS AND 
INSTALL NEXT SECTION AT AN ANGLE

INSTALLING INSTALLATION1.5’’ / 2’’ / 4” SURFACE LINIA 
FLUSH LENS / DROP LENS
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1 FLUSH LENS REMOVAL 2

4 5 6

DISCONNECT POWER 
BEFORE SERVICING 

SCREWS DRIVER

DISCONNECT WIRING AND REMOVE SCREWS

LENS

FLATHEAD SCREWDRIVER 
(BY OTHERS)

REFLECTOR CLIP

Date:  08/24

CO-00000 
MODEL NO: 
3G-2SLI-D1000-S80-35K-UNV-DIM-FL-WH
-60”-S(16’)
Volts: 120/277    Hz: 60   Amps: 0.55/0.24
Watts: 66
TYPE: 

Section: 01 OF 1

REFLECTOR
REFLECTOR

DRIVER

DRIVER SERVICING  

TERMINAL
SCREWDRIVER
(BY OTHERS) 

LENS 

FIXTURE ID & 
CERTIFICATION LABEL

3

7

INSTALLING INSTALLATION1.5’’ / 2’’ / 4” SURFACE LINIA 
FLUSH LENS / DROP LENS
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FLUSH LENS REMOVAL FLUSH LENS REMOVAL1 2 3

4 5 6

DISCONNECT POWER 
BEFORE SERVICING 

LED SERVICING  

PRESS DOWN ON TAB TO RELEASE WIRES FROM LED

PINCH END OF REFLECTOR TO RELEASE FROM HOUSING 

LENS

FLATHEAD SCREWDRIVER 
(BY OTHERS)

REFLECTOR CLIP

REFLECTOR

TERMINAL
SCREWDRIVER
(BY OTHERS) 

LENS 

0 /24/2023

INSTALLING INSTALLATION1.5’’ / 2’’ / 4” SURFACE LINIA 
FLUSH LENS / DROP LENS


