
3G-PRA, 3G-PQA, 3G-PHA, and 3G-PSA

SHAPES

INFORMATIONINSTRUCTION KEY
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INCLUDED COMPONENTS

RECTANGLE HEXAGONROUND SQUARE

ROUND, RECTANGLE, HEXAGON, SQUARE ACOUSTIC PENDANT
ACOUSTIC BODY

NON-POWER FEED KIT

x4 x4

x4 x4 x4 x4

HANDLING: 
THE EDGES OF THE HOUSINGS ARE FRAGILE AND EASY TO DAMAGE 
ACOUSTIC HOUSING MUST BE HANDLED CAREFULLY 

CLEANING: 
DUST CAN BE REMOVED WITH A HAND DUSTER OR VACCUM (WITH BRUSH ACCESSORY)
STAINS CAN BE REMOVED WITH A CLEAN WHITE ERASER OR WET WIPE 

FIXTURE JOINING KIT

x1 x1 x x
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SUSPENSION MOUNTING 

24” ROUND

36” ROUND

  3.5” 

CABLE 
LENGTH

2”Ø

  3.5” 

CABLE 
LENGTH

2”Ø

  24.0”  

  24.0”  

  36.0”

36.0”  

 15.0”

 15.0”

 15.0”

 15.0”

INSTALLATION INSTRUCTIONS 
3G-PRA, 3G-PQA, 3G-PHA, and 3G-PSA
ROUND, RECTANGLE, HEXAGON, SQUARE ACOUSTIC PENDANT 
ACOUSTIC BODY 

2”Ø

2”Ø
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SUSPENSION MOUNTING 

24” x 48” RECTANGLE

  3.5” 

CABLE 
LENGTH

2”Ø

  LENGTH = 48.0”

  24.0”

24” x 96” RECTANGLE

  3.5” 

CABLE 
LENGTH

2”Ø

LENGTH = 96.0”  

  24.0”

15.0”

36.0”

15.0”

36.0”

INSTALLATION INSTRUCTIONS 

2”Ø

2”Ø

3G-PRA, 3G-PQA, 3G-PHA, and 3G-PSA
ROUND, RECTANGLE, HEXAGON, SQUARE ACOUSTIC PENDANT 
ACOUSTIC BODY 
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SUSPENSION MOUNTING 

24” HEXAGON

36” HEXAGON

  3.5” 

CABLE 
LENGTH

2”Ø

  3.5” 

CABLE 
LENGTH

2”Ø

  27.7”  

  24”  

  35” 

  40.4”  

 15.0”

 15.0”

 15.0”

 15.0”

INSTALLATION INSTRUCTIONS 

2”Ø

2”Ø

3G-PRA, 3G-PQA, 3G-PHA, and 3G-PSA
ROUND, RECTANGLE, HEXAGON, SQUARE ACOUSTIC PENDANT 
ACOUSTIC BODY 



24” SQUARE

36” SQUARE

  3.5” 

CABLE 
LENGTH

2”Ø

  3.5” 

CABLE 
LENGTH

2”Ø

24.0”  

  24.0”

  36.0”

36.0”  
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SUSPENSION MOUNTING 

 15.0”

 15.0”

 15.0”

 15.0”

INSTALLATION INSTRUCTIONS 

2”Ø

2”Ø

3G-PRA, 3G-PQA, 3G-PHA, and 3G-PSA
ROUND, RECTANGLE, HEXAGON, SQUARE ACOUSTIC PENDANT 
ACOUSTIC BODY 



7

3

6

98

54

21

INSTALLATION INSTRUCTIONS 
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LOCATE CABLE SUSPENSION POINTS THREAD CABLE GRIPPERS ONTO SUSPENSION RAILS

CABLE GRIPPER

SCREW

IF REQUIRED: LOOSEN SCREW TO SLIDE CABLE GRIPPER UP TO 0.5”
TIGHTEN SCREW FIRMLY AFTER AJUSTMENT    

AIRCRAFT CABLE

CEILING CABLE COUPLER

FEED CEILING CABLE COUPLER THROUGH AIRCRAFT CABLE

AIRCRAFT CABLE

ACOUSTIC COVER
(OPTIONAL) 

FEED AIRCRAFT CABLES THROUGH OPTIONAL 
ACOUSTIC COVER PRIOR TO FASTENING TO FIXTURE

IF APPLICABLE: 
AIRCRAFT CABLE

FEED AIRCRAFT CABLES THROUGH CABLE GRIPPERS  
AND LOCK IN PLACE WITH NUT

CABLE GRIPPER

LOCKING NUT

ACOUSTIC COVER
(OPTIONAL)

IF APPLICABLE: 

NEST COVER ON TOP OF FIXTURE 

3G-PRA, 3G-PQA, 3G-PHA, and 3G-PSA
ROUND, RECTANGLE, HEXAGON, SQUARE ACOUSTIC PENDANT 
ACOUSTIC BODY 



10
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INSTALLATION INSTRUCTIONS 

ENSURE FIXURE IS LEVEL 
ADJUST AIRCRAFT CABLE LENGTHS IF NECESSARY 

3G-PRA, 3G-PQA, 3G-PHA, and 3G-PSA
ROUND, RECTANGLE, HEXAGON, SQUARE ACOUSTIC PENDANT 
ACOUSTIC BODY 



654

321
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INSTALLATION INSTRUCTIONS 

FIXTURE JOINING KIT INSTALLATION - NOT APPLICABLE FOR ROUND ACOUSTIC FIXTURES  

FIXTURE 1 FIXTURE 2 

SIDE VIEW

BEND AND SNAP OFF BRACKET IF APPLICABLE 

3G-PRA, 3G-PQA, 3G-PHA, and 3G-PSA
ROUND, RECTANGLE, HEXAGON, SQUARE ACOUSTIC PENDANT 
ACOUSTIC BODY 


